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TECHNICAL SPECIFICATIONS

SUPPLY VOLTAGE Loop: 20V to 30V DC

LOOP CURRENT 0.7 mA (Quiescent) - 7.5 mA Max. (sounder active or charging)
LOOP CURRENT - ALARM BEACON 1.4 mA

SOUND OUTPUT @ 1 METER Tone 104 dBA - Voice Message 107 dBA

MAX. CABLE SIZE 2.5mm’

COLOUR / CASE MATERIAL Red / ABS & PC

OPERATING TEMPERATURE -10°C to 50°C

MAX. HUMIDITY 95% RH Non-Condensing

PROTECTION IP65 - Type B - Outdoor use

DIMENSIONS 109.5 (D) x 83.6 (H) mm

WEIGHT 333 g - 400 g including packaging

ORDER CODE DESCRIPTION

VALKYRIE VOX A IP65 ADDRESSABLE VOICE SOUNDER IP65 RATED

VALKYRIE VOX AB IP65 ADDRESSABLE VOICE SOUNDER WITH BEACON IP65 RATED

SOUNDER BASE - LOOP CONNECTIONS

Please note that this device is polarised.
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NOTE: Address programmed on switches 1-5 has an OFFSET of 94.
For example if D.I.L. switches 1-5 are all set to OFF the actual
sounder address, as read by the panel, will be 94.




USB CONNECTOR

E Use USB connector in

conjuction with GFE’s Vox
USB CONNECTOR Loader PC Software to
program new tones and
voice messages.

Software can be
downloaded from
our website.

BATTERY CONNECTOR
JUMPER

NOTE: REMOVE THE BATTERY CONNECTOR JUMPER
IF THE SOUNDER IS NOT SUPPPLIED WITH POWER.

D.l.L. SWITCH CONFIGURATIONS

Switches 1-5 Switch 7 Address Switches
ON (1) D u u u u u u u Used to configure Beacon Stop on Panel Reset: ON Binary Weights
;S EEEREE|OFF(0) Address in the Beacon Stop on Alarm Silence: OFF 10N=1
range 94-125 20N=2
Switch|8 30N=4
ON Switch 6 Normal: ON _
HOFF D Not used Shadow: OFF g g: _ ?6

BATTERY DIAGNOSTICS

GFE Panels will show the battery state on the Device Value menu

Analog Value OK:
27 to 35 - Battery Voltage Value (2,7 Vto 3,5 V)
Analog Value indicating Battery FAIL:
6 - Battery Low (Keep the device connected to charge)
7 - Battery Damaged (No Jumper, or permanently damaged)
8 - Battery Error (Under 2,5V - Keep the device connected to charge)

Sounder1  Sounder2  Sounder3  Sounder4  Sounder5 Sounder6  Sounder7  Sounder 8

TP A L L e E  E FE P L P [ L)

"2 3 4056 768|723 4567 8||1z 3 45 678 ||72 34 5678 T2 34567 8|(1235 45086758

123 4556 78|72 34567 8||(12354a506758]||1a2 34556 738

94 95 96 97 98 99 100 101

Sounder9  Sounder 10 Sounder 11 Sounder 12 Sounder 13 Sounder 14 Sounder 15 Sounder 16

[FER 890 00] (ARG a0 00 @789 00098000 [Fen 8000 [enAa000 §aAL000 Reena0n

23 4556 78|[123 45867 8||1z 3 45678 ||12345%67c¢8 3 "2z 3456 78|[123 4508678

123 4556 78|[123a 56 7 8

102 103 104 105 106 107 108 109

Sounder 17 Sounder 18 Sounder 19 Sounder 20 Sounder 21 Sounder 22 Sounder 23  Sounder 24

(O o P o T O Ot O st ol P

234556 78|[123 4 567 8|12 3 45 67 8 ||1234556 786|123 45086758||123 45 67 8||123 45567 8|12 34556 738

110 111 112 113 114 115 116 117
Sounder 25 Sounder 26 Sounder 27 Sounder 28 Sounder 29 Sounder 30 Sounder 31 Sounder 32

(O o o T O Ot st Al e

1233556758 5 "2 32567 812345678 ||1233556 78|12 54567 38||12335%5675¢8

118 119 120 121 122 123 124 125

123455738

T2 3 2567 8|[1203 456758 ||123355678|[12354a 567 8|[1i232a5678||[1234a5567538]||1z 334556 738

SOUNDER/BEACON ADDRESS SETTINGS

MORE INFO >> GLOBALFIRE-EQUIPMENT.COM




